GAGE Architectural Products
Suggested Specification Guidelines for Gagecast®

Specifying Gagecast® is a simple process. Follow the guidelines listed below. Complete architectural (Technical) specifications and installation guidelines can be downloaded from our website at www.gagecorp.net or contact the factory.

Item:

Gage Vertical Surfacing (GVS) - Gagecast
Design:  
     
Enter specified design, i.e. GC 101 (Sahara).
Finish:
      *

Size:

 FORMCHECKBOX 
 48” x 96” (122 cm x 244 cm)


 FORMCHECKBOX 
 Other:      
Topcoat:
 FORMCHECKBOX 
 Clear Gloss    FORMCHECKBOX 
 Uncoated     FORMCHECKBOX 
 Other:      


(Contact the factory before specifying uncoated materials).
System:
 FORMCHECKBOX 
 System A (Adhesive Application)

 FORMCHECKBOX 
 System E (Extrusion Panel System) 

 FORMCHECKBOX 
 System Z (Z bar method) 
 FORMCHECKBOX 
 By installer 
Extrusion:
 FORMCHECKBOX 
 Standard     FORMCHECKBOX 
 Thin Line
Substrate:
 FORMCHECKBOX 
.375” mdf    FORMCHECKBOX 
.375” fire rated mdf     FORMCHECKBOX 
.080” aluminum   
*Specify metal finish(es), as required. Refer to metal abbreviations on page 2 of the brochure. For example, finish (BZ/BZ) would indicate bronze pattern on a bronze field, whereas finish (NS/BZ) would reference a nickel silver pattern on a bronze field. Finish (SS/Color) would indicate a stainless steel pattern on a solid color (as specified) field.
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